  Reversible Counter and Reversible Counting Wheel

Instruction Manual

Reversible Counter NEW-6J-KN

    The meter is designed by computer programmable software. It features high precision, strong interference resistance ability, storing setting during power cut and can be used along with transducers of different specifications.

1、 Technical Performance

1、 Model:  NEW-6J-KN Reversible Counter
2、 Counting range: 0-999999
3、 Power voltage: 220V/50HZ
4、 Max Counting Speed: 25times/second(500meter/minute) (standard type)
                       250times/second(1000meter/minute) (high-speed type)

5、 Transducer power supply: DC12V  20mA(max)

6、 Output relay touch point: 250V  1A; DC24V  7A
7、 Working environment temperature: -20℃~55℃
8、 Counting signal input: assorted reversible counting wheel, photoelectric switch, approach switch, touch points of relay and switch

9、 Mounting way: embed in the wall, placket dimension of 91x45mm
2、 Connection Instruction

1、Connect terminal 1,2 to power supply of AC220V 

2、When connected to reversible counting wheel, terminal 3(common earth-grounding wire) is connected to blue or black wire, terminal 4(positive polarity signal wire) to green wire, terminal 5(negative polarity signal wire to yellow or white wire; terminal 6(wire for the positive power supply) to red wire. If it is in the contrary direction when it is being used, exchange the positive signal wire and the negative signal wire. 

3、Terminal 9 is medial touch point; Terminal 10 as always-open touch point, terminal 8 as always-close touch point.

三、Operation

1、Switch on the power supply

2、Push SET key, set every digital value from decimal to ten thousand. 

Every time the SET key is pushed, the digit to be set flashes. Push ▲/▼key to set the desired value.(For example: To set 180.0 for the first segment, push SET key, then the decimal (the first digit) flashes. Push ▲/▼key to set it 0; then push SET key again and the single digit flashes. Push ▲/▼key to set it 0; then push SET key again and the tens digit flashes. Push ▲/▼key to set it 8; then push SET key and the hundreds digit flashes. Push ▲/▼key to set

1; then push SET key and the thousands digit flashes. Push ▲/▼key to set it 0; then push SET key and the myriads digit flashes. Push ▲/▼key to set it 0).the setting result is 00180.0.

3、after setting, press RST key to reposition.

4、When the counting wheel starts rotating or the approach switch is counting to the set value, the relay finishes outputting while the counting keeps going.

5、With function of storing setting memory during power cut. To restart working when the work is over, just push RST key to reposition.

四、Caution

1、Keep the strong wire away from the weak wire. Don’t put them in the same tube.

2、Select working voltage and corresponding wiring for transducer correctly.

3、The set value can be checked during the running. 

Reversible Counter (NEW-S2-KN)

Reversible counter is roller-like length measuring transducer installed on the surface of material. It consists of the shuck, rolling wheel, infrared ray and interference resistance component and assorted with reversible counter.

Technical Performance

1、 Working speed: 1000meter/minute(max) 

2、 Working voltage: 5V-12V, 10mA
3、 Rolling wheel: rubber rolling wheel
